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GENERAL NOTES:
1. All underground utilities shown on these plans are schematic only and

may not be complete. The contractor shall be responsible for notifying
“MISS UTILITY" prior to construction so that all utilities may be located

in the fleld. If the confractor perceives that a conflict between the
— utflities and the traffic signal will occur. the contractor shall notify
o mmm==EET : the project engineer immediately so that the conflict may be resolved.
2. All Traffic Signal Foundations shall be installed at the Final Sidewalk
or Curb grade for closed sections. Highest Roadway Profile Grade for
open sectlions. to meet clearances as specified in MD 816.03, MD 818.01,
MD 818.02, and MD 818.04 The contiractor shall verify ultimate grades
prior to the installation of all signal equipment.
ot 3. All pavement markings detailed are proposed and are to be installed in
NOTE : J AY LINE accordance with SHA standards. All crosswalks shall be centered on
HANDHOLE LOCATED WITHIN A.Install 27’ steel pole with a 50’ mast arm, traffic signal heads, signs and video
detoatlon oahera as shown. tHote: "1=37," 36 patyvinyi°chierids {schedute 40} bend. e RTareTaamning.fote ghem 8% Foan oLy 6o Tovel andig” T " ¢
B. Install 27’ steel pole with a 50’ mast arm. 20’ lighting arm with 250 watt HPS luminaire. area with a cross slope of less than or equal to 2%
traffic signal heads. signs. video detection camera., countdown pedestrign signal head and 28"
agcljlb%g pl(.lghﬁug'f?n gé?hbpeges)'trfun education sign as shown. (Note: 1-3". 90° polyvinyl 5. Pushbutton darrows are to be parallel to the crossing for which they are intended.
chloride chedule end.
6. Location of Accessibie Pedestr| i | hbuttons must meet locati uirement
C.Install 27’ steel pole with a 50’ mast arm, 20’ lighting arm with 250 wai} HPS luminaire, 0f MUTCD Sec. 4E.09 and Flg? :E?2 gngnghepﬁgHRP publIcu+Im-aAccgggIb?'; e °
traffic Slgndl heads., SignS' video detection camera, as shown. (Note: t-3% 90 pOIyV'ny| Pedestrian S'QHUIS: Guide to Best Practice. If not met, the Contractor is to S‘I'Op
chloride (Schedule 80) bend.) work on pushbutton locations until a design Waiver 1s obtaineds approved by the
D. Install 10’ breakaway pedestal poles countdown pedestrian signal head. audible pushbutton Director. Office of Traffic and Safety.
with pedestrian education sign as shown. (Note: 1-3", 90° polyvinyl chloride (Schedule 80) bend.) 7. The contractor shall remove all unused wiring
E. Install NEWA size "6” base-mounted cabinet and controller with gl | necessar¥ equipment as shown.
Ego;eé ?- Bb)sg;ngviinyl chloride (Schedule 80) bends and 2-4", 90° polyvinyl chloride 8. T?? ap&:?vgd+glan?agrs'e good ﬁ:r oge y?gr I;gm the dg;eroih’rhelsigna’ru;ob
chedule . after c e p are null and void. er one yed e plans must be
ubmitted to the SHA Traffic Engl ing Design Division f Tew.
F.Install metered pedestal for electrical utility service equipment. resubmitred to the affic Engineering Design Division for review
G. Install handhole. STATE OF MARYLAND
H. Install 3” polyviny! chloride electrical conduit (schedule-80) bored. DEPARTMENT OF TRANSPORTATION
J. Install 2* polyviny! chloride electrical conduit (Schedule 80) (+frenched). STATE HIGHWAY ADMINISTRATION
K. Install 3” polyviny! chloride electrical conduit (Schedule 80) (+renched).
L. Install 4" polyviny! chloride electrical conduit (Schedule 80) (+renched). MD 32 (SYKESVILLE ROAD) AND
M. Install 4” polyvinyl chloride electrical conduit {Schedule 80) (bored). SANDOSKY ROAD / RAINCLIFFE ROAD
N. Install non-itnvasive micro loop probe set with lead in cables. ‘ f SYKESVILLE. MARYLAND
0. Install perpendicular handicapped ramp (Std. No. MD 655.11) with detectable warning surface (Std. No. 655.40). \ __ TRAFF IC SIGNAL PLAN
GEOMETRIC LEGEND P.Install 12” white heat appllied permanent preformed thermoplastic pavement marking (Crosswalk). \ REVISION “E - .
PROPOSED " T0 GEOMETRIC CHANGES SCALE _1"= 20 DATE _T-10-B5 CONTRACT NO.CL-701-501-785
EXISTNG — — — — . Q. Install 24" white heat applied permanent preformed thermoplastic pavement marking (Stopbar). ) NO. s BW99EM82 ‘
R.Existing 21’ steel pole with a 40’ mast arm. traffic signal heads, sign and NEMA size "5” pole mounted cabinet and Y HE
L——HE[GIEN gltggug?gE !R!](?IRIO IIUlEg controlTer with al | dseoaiated equipment (Note: 1239, %98 polyviny | chloride (Schedule 80) bend.). — D 12/02 | DESIGNED BY COUNTY CARROLL
N R RECONSTRUCT HIB DUE TO ACGIDENT DRAWN BY TOM ZAYDEL LOGMILE 06003200.47
AERIAL CABLE A A S. Remove exlisting steel strain pole and all gttached equipment. ® Q
ELECTRIC E—cE - STREET TRAFFIC STUDIES, LTD. xS cJs | | | CHECKED BY __ DENNIS DODA TIMS No. G792
TELEPHONE f—1 T. Remove existing handhole (cap and abandon existing conduit) 200 Crain HwyAH. preX 797
GAS 6—o¢ " Glan BurniaMD £/06! DIVIS s CHIEF REPLACE LOOP DETECTORS DISABLED F.A.P. NO. TOD NO.
SEWER § ——m$ U. Proposed underground electrical service from relocated BGE pole #537545. Install 2" bend at pole base for Verizon service. . B \ROAD, MILLING
WATER L] v Fox (40) 5506637 -
CABLE TV ——Tv—nv— V. Remove existing 40° Iighting standard. g I [ — [ [ ] TS ND.2089-E | DRAWING NO. 1 OF 5 SHEET NO.  OF
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